TRENCH SYSTEM LAYOUT
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Laterals to Edge of Trench 1 ½ - 2 Feet


Laterals (4” Perforated PVC)


       Header






       (4” Solid PVC)      


5’ 






  Spacing

 Between  Laterals *



1000 gal.









   Footer

           Septic Tank









  (4” Solid PVC)

     5’ Five Feet from

          Foundation


Cross Section of Trenches

A layer of hay, straw, or approved filter fabric material is needed to 

Prevent the final earth cover from filtering into the drainfield stone.


2” Drainfield


4” Drainfield Tile
Stone Above Pipe




Existing Grade







   












                   6” To 36”










                                   
              Cover
































12” Min.









       under 

                                             6” Min. Stone

                                             Under Drain-tile







48” Minimum Above Limiting Layer

Size and Spacing 


* Width of Trench


18”
24”
30”
36”

of Disposal Trenches

   Spacing between Trenches

4’
5’
6’
7’


Proposed Specifications  (Completed by the Homeowner or Contractor)

Trench Width: __________ In.  X  Trench Length: ____________ Ft.  X  _____________ 


Number of Trenches  =  ______________  Sq. Ft. of Drain-field area


Septic Tank Capacity  ___________ Gallons,    (With Garbage Disposal ___________Gallons)


Spacing Between Laterals  ____________  Ft.
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